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STRUCTURE
Structure in tubes and carbon steel plates covered by elec-
trostatic painting, ensuring the mechanical resistance re-
quired for the severe daily use of a hospital.

UPHOLSTERY
Non-deformable D-26 foam covered in synthetic leather. 
Upholstered armrests.

MECHANISMS
Drive by means of a sliding system with the possibility of loc-
king in any position, with the drive for the feet simultane-
ous to the back.

STRUCTURE
Backrest structure built in 25.40 mm round tubes, seat and 
backrest in 1/4 oxy-cut steel plate.

UPHOLSTERY
In laminated foam D-33 (seat, backrest and arms), backrest 
with soft super-soft, non-deformable foam, covered with le-
atherette.

SEAT
Reclines in any position, by means of a sliding system with 
locking. The backrest has independent movements of the 
backrest by means of a lateral lever and has a retractable 
system to facilitate access to the armchair.

FEET
Made of 20×50 mm rectangular painted tubes with leveling 
pads.

PAINTING
Electrostatic powder coating with anticorrosive efficiency 
by means of nano-ceramic phosphating process.

OPTIONALS
§ Stainless steel feet.
§ Casters.

VLT-565VLT-570
Reclining Armchair - Retractable FeetReclinable Armchair
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SECURITY WORKLOAD

=  140kg
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